
We Elevate

Schindler PORT 4 Visitor 
The visitor management terminal 
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We Elevate

This publication is for general informational purposes only and 
we reserve the right at any time to alter the product design and 
specifications. No statement contained in this publication shall be 
construed as a warranty or condition, expressed or implied, as to 
any product, its fitness for any particular purpose, merchantability, 
quality or shall be interpreted as a term or condition of any agree-
ment regarding the products or services contained in this publica-
tion. Minor differences between printed and actual colors may exist.

Copyright © 2022 Schindler Aufzüge AG

Schindler Management Ltd.
Zugerstrasse 13
6030 Ebikon
Switzerland
+41 41 445 30 60

www.schindler.com

    
     
    

 

     
  

   

 

Schindler PORT 4 Visitor 
Specifcations 

Our secure and convenient visitor management terminal for entrances, parking garages, and 
lobby kiosk applications. In combination with the myPORT app or video intercom, it enables 
building tenants to open doors and parking barriers, call an elevator, and provide visitors and 
deliveries a seamless journey to a destination foor. Schindler PORT 4 Visitor is available in wall 
mount or pedestal applications and features an intuitive interface and 10.4" HD touch screen. 

Front, side and rear elevation Color options 

Black White Space Grey 

All dimensions are in mm (inch) 

Properties and dimension 

Physical Dimensions 204×600×38 mm Mounting Height Recommended: lower edge 947 mm (37.2 inch) above 
(W×H×D) (8.03×23.26×1.49 inch) fnished foor level 

EN 81-70: lower edge 690 mm (27.2 inch) above fnished 
Power Supply 48 VDC foor level 

(can be adapted to local requirements) 
Power Consumption max. 13 W per unit 

Screen 10.4" display, 768×1024 pixels, touch panel 
Standby Mode Yes, triggered by proximity sensor 

Touchless Operation myPORT 
Range of Application Temperature: 0 to 45°C (14 to 113°F) 

Humidity: 0 to 90 % non-condensing QR Code Camera Yes, triggered by proximity sensor 
No direct sunlight 

Card Reader Supports all common RFID tags (all tags must be 
prequalifed by our test service center prior to installation) 

Audio and Video Microphone, loudspeaker, and camera 

https://8.03�23.26�1.49

