
We Elevate

C3 Loading is now available for Schindler 5000 and Schindler 5500 Hospital Service cars, 
including 4000 HS, 4500, 5000, and 5000 lb. AIA cars. 

Schindler MRL Class C3 Loading
Engineered for heavy-duty use 

Components are specifically designed to meet 
C3 loading classification requirements
–	 Landing and car sills require Nickel Silver finishes, 
   Aluminum sills do not meet loading requirements.
–	 Reinforced landing door sill support
–	 Suspension traction media (STM) enhanced to 

minimize "bouncing" of the car under maximum 
load conditions

–	 More damping pads in the car sling limit the tilting 
of the car during loading

–	 Optional vandal-resistant fixtures provide additional 
protection

–	 Metal plate flooring required (by others)

Schindler acceptable loading devices:
–	 4-wheel dolly: wheel spacing greater than 3 feet, 

load up to 100% of rated capacity of the elevator 
–	 2-wheel hand truck: load up to 50% capacity of 

the elevator

What is C3 Loading? 
According to ASME A17.1, Class C loading applies 
when a concentrated load is more than 25% of the 
elevator's rated load. C3 loading is where the static 
load during loading and unloading does not exceed 
the elevator’s rated load, and the loading device is 
not a forklift or industrial truck.
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Schindler – We Elevate

Schindler has received renewal to ISO 9001 and  
ISO 14001 certificates.

Schindler prints with vegetable-based ink on 
paper containing post-consumer waste fiber.

© Schindler Elevator Corporation

For more information, including the 
location of the Schindler office nearest you, 
please visit:

U.S. Headquarters. Morristown, New Jersey
Tel. 973.397.6500

Canada Headquarters. Toronto, Ontario
Tel. 416.332.8280

www.schindler.com
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